APG-2409CP

Directional Panel Antenna for 2.4 ~2.5 GHz
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MECHANICAL SPECIFICATION

Electrical Specification:

Frequency 24 ~25GHz Connector Tyep N Type Female

Part Number APG-2409CP Length @130x50mm

Polarizatin CP Weight 200g iy T —
V.S.W.R. 1:1.5 Max Radome color White -
Impedance 50 OHMS + 52 Radome materal PVC and ABS

Gain 9 dBi

Power handling 10W Max

Front to back ratio (20dB

HPBW / horizontal (70°

HPBW / vertical 70°

$11 FORMARD REFLECTION

LOG WAGNITUDE vREF=0.0808 dB 1@.888 dB/DIV

2.30a8a808a GHz 2.608080808

311 FORMARD REFLECTION

la.aep U/DIV

SHR vREF=10.088 pll

! : : : :
2.30e0e80a GHz Z.0BRRREBaR

CH 1 - 311
REFEREMCE FLANE
B.0888 mn

MARKER 4
2.3000a0a08 GHz
-11.331 dB

FHARKER TO HMAK
MARKER TO HIN

1 2.408B0ABRA GHz

-16.183 dB

2 2.458080808 GHz
-24.283 dB

| 3 2.508p00808 GHz

-16.53537 dB

MARKER RERDOUT
FUMCTIONS

CH 1 - 311
REFEREMCE FPLANE
0088 mn

MARKER 4

2.3BBRRBBAR GHz
1.879 U

»HARKER TO HAXK
MARKER TO HIN

1 Z.40REEEERR GHz
L.z2g2 U

2 2.430BBBEEA GHz
1.131 U

3 2.5000@RRRR GHz
1.348 U

MARKER RERDOUT
FUNCTIONS

H-PLANE FIELD PATTERNS

200557, 160

E-PLANE FIELD PATTERNS

Q
340 350 10

200 o7 160

1F, No.49, Alley 24, Lane 75, Sec 3, Kang-Ning Rd, Nei-Hu Dist, Taipei 114, Taiwan, R.O.C.
www.apm.com.tw apm.sales@msa.hinet.nte Tel: +886 2 26335543 Fax: +886 2 26330472



